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Certificate of Conformity 
 

 

 Certificate No. 

 

: CCI200700151CER  

 

 Applicant : Zhejiang Huadian Lightning Protection Technology Co.,Ltd. 

Address : Dongming Township Industrial Agglomeration Park 1#, Xinchang , Zhejiang      

   

Manufacturer : Zhejiang Huadian Lightning Protection Technology Co.,Ltd. 

Address : Dongming Township Industrial Agglomeration Park 1#, Xinchang , Zhejiang      

   

Sample Name : Zinc clad steel ground wire / Galvanized ground rod 

Item/Style No. 

Trade Mark 

: 

: 

HD-SX14 、HD-SX16、HD-SX24、HD-SX60 

华甸 

   

Test Standards : IEC 62321-3-1:2013 

IEC 62321-4: 2013+A1:2017 

IEC 62321-5: 2013 

IEC 62321-6:2015 

IEC 62321-7-1:2015 

IEC 62321-7-2:2017 

IEC 62321-8:2017 

 

The submitted sample(s) stated as above has(have) been tested by us with the listed standards and found in 

conformity with the requirements stated in Directive 2011/65/EU of the European Parliament and of the Council 

with regard to the restriction of the use of certain hazardous substances in electrical and electronic equipment and 

its subsequent amendments as well as Commission Delegated Directive (EU) 2015/863. It is possible to use CE 

marking on the product to demonstrate the conformity with this Directive. 

This certification is part of the full test report(s) and should be read in conjunction with it. The certificate is based 

on a single evaluation of one sample of above-mentioned products. It does not imply an assessment of the whole 

production. Other CE marking directives may be applied, they have not been considered during this RoHS 

conformity assessment. 
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Technical director 

Jul. 27, 2020 
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